Quick Installation Manual

HEIWIT-NA-48V210Ah
Batteria agli ioni di sodio

Batteria agliioni di sodio
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A. Comparison table of DIP switch settings

*9 DIP Switch
0 5, 5., 5,, 5.,
1 54 5, 5,, 5.,
2 5, 54 5,, 5.,
54 3 54 54 5,, 5.,
4 5,, 5., 54 5.,
I;II;H;II;I 5 54 5., 54 5.,
123 4 |5, 6 5,, 54 54 5,,
7 54 54 54 5.,
8 5,, 5,, 5,, 54
9 54 5., 5, 54
10 5,, 54 5, 54
1 54 54 5., 54
12 5,, 5., 54 54
13 54 5,, 54 54
14 5., 54 54 54
15 54 54 54 54

B. Communication cascade between BMS modules

Lead out a communication network cable from the RS485 port of the BMS module, and connect it to
the RS-485 of the FSU device serial port of the dynamic loop monitoring system. The RJ45 plug of the
network cable 1 positive (white orange) connects to RS-485A; 2 negative (Orange)Connect to RS-485 B;

The wiring is as shown in the figure below:

Negative Parallel

Positive Parallel

Orange&white, orange. Green&white. blue. Blue&white, green. Brown&white, brown

Communication Parallel

6 7 8
PIN2/7 (white orange) 485-A
PIN1/8 (orange) 485-B




Possible Causes

Whether the weak current switch
of the BMS is turned on;

Module serial connection
connection error

Red light warning, existence failure

1.The BMS aid code address is
different from the address of the
dynamic loop query

2. When multiple units are connected
in parallel, they cannot communicate
normally

3.The communication serial port
setting is incorrect

4.RS485 communication line
sequence is incorrect

5.Abnormal physical connection

1. The battery module must be used in conjunction with BMS, and the mixed use of batteries from different
manufacturers is strictly prohibited.

2. Check the battery module voltage for damage; if there is any abnormality, please stop using it.

3. It is strictly forbidden to stack the whole trailer battery with fork plate during transportation and storage,
and it is forbidden to stack battery modules when installing and transporting batteries. There are positive and
negative lead terminals or sampling line lead ends, and it is strictly forbidden to squeeze, stack and place them
down.

4. Parallel matching requirements for battery modules: (Notes before picking and installation)

(1) Two identical models and same capacity, The battery modules of the same voltage are connected in parallel
to 48V.

(2) Serial use is strictly prohibited.

5.Parallel wires are included in the battery module packing box, and the parallel wires correspond to the
battery modules. Mixed insertion is strictly prohibited.

6.1t is forbidden to use or leave the battery module near high temperature and high heat sources, away from
fire and water sources.

7.1tis forbidden to disassemble the battery module, knock, throw or step on the battery module, and dismantle
the BMS and dismantle the yellow tamper-evident sticker without authorization.

8. Before installing the battery module, check whether the open circuit voltage of the battery is within the
normal range. The "positive” and "negative" signs are printed on the module, and the electrical properties should be
correctly determined. It is strictly forbidden to reverse or short-circuit the battery.

9.Insulation tools and gloves should be used during installation and transportation, and metal-containing
conductors such as watches, bracelets (bracelets) and rings should be removed from the wrist to prevent electric
shock and short-circuit the positive and negative electrodes. During installation, the battery module poles need to
be insulated and protected. If the poles are close to the battery rack and other conductors, the battery poles or
battery racks need to be insulated and protected.

10. The recommended transportation method is for two people to carry it at the same time. The transportation
tool is a safety rope or a load-bearing net bag. The battery box must be carried to the site. Violent construction is
strictly prohibited to damage the product.

11. Installation and maintenance requirements. After the battery module is installed on the wall, the poles and
plug-ins are required to achieve frontal maintenance.

12. Battery rack compatibility: multiple groups of parallel type batteries, battery rack installation steps, battery
module installation and cable connection, according to the different types of batteries to choose the corresponding
installation diagram, installation without battery rack (such as outdoor integration Power cabinet) Refer to the
schematic diagram of battery module installation and cable connection in battery rack mode.

13. Please read this installation manual carefully before installation. If you have any questions, please contact
your supplizer.
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Appendix: Switching power supply system Sodium Battery parameter setting
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LED indicator definition of BMS module
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How to judge LED and buzzer when BMS fails
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